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Overview

This document describes the hardware and software
setup for the Roving Networks WiFly GSX 802.11
b/g module. In addition to the RN-131G-EVAL kit
you will need a Windows based computer with a
USB port. You may also need a null modem serial
cable or USB to serial cable, if you want to connect
the WiFly GSX UART to your computer.

The WiFly GSX module is mounted to a
development carrier board called the SURF board.
This board has status LEDS and connections for the
programmer and UART interfaces.

The evaluation kit allows you to configure and program the WiFly GSX 802.11 b/g module using the command
interface, create connections and transfer data. The command interface is made up of simple ASCII
commands. A complete listing is available in the WiFly GSX User Manual (rn-131-um.pdf).

Evaluation Kit Description

The evaluation kit includes the following hardware required to connect to the WiFly GSX module though the
USB of your computer.

SURF board with WiFly GSX module

USB serial cable — links your computer to the SURF board

Null modem

10 pin Serial cable — connects the RS232 header of the SURF board to a DB9 connector.
9V battery clip

Antenna cable — U.FL and reverse SMA connectors

4” rubber antenna — reverse SMA connector

In addition to the hardware in the WiFly GSX evaluation Kit you will need a x86 compatible computer with a
USB port running Windows XP or Vista. The WiFly GSX evaluation kit may work with other Windows versions
and operating systems. However this document only covers the Windows XP and Vista operation.

Before starting install the evaluation board drivers for the USB interface. These can be found on the Roving
Networks website at: http://www.rovingnetworks.com/bin/RN-USB-X-WINDOWS.exe
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Surf Board Description
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There are three ways to setup and configure the WiFly GSX module
1. Over the serial interface, (RS232 or TTL) using a terminal emulator
2. Over WiFi using Adhoc networking mode using Telnet

NOTE: We suggest using TeraTerm as your terminal emulator program. This is available for download from
the Roving Networks website. http://www.rovingnetworks.com/support/teraterm.zip

Configuration using the serial interface (RS232)

The USB serial cable connects your computer to the WiFly GSX module. Your computer should recognize the
Prolific serial interface and load the correct drivers. If not the drivers are available on the Roving Networks
support site.

Vista : http://www.rovingnetworks.com/bin/pl/PL-2303-Vista-Driver.exe
Window XP : http://www.rovingnetworks.com/bin/pl/PL-2303-XP-Driver.exe

Configuration is a two step process:
1. Setting up the hardware connections on the WiFly GSX module
2. Configuring the WiFly GSX module to access the WiFi network

Once complete the WiFly GSX module will be associated with the network, have an IP address and opened a
socket over which data can be sent.

Step 1: Setting up the hardware

USB Connection:

1.Power the SURF board by connecting the 9V battery clip or other 5-12V DC power supply to the power
connector. When powered the blue LED should be ON.

2.Connect the 10pin serial ribbon cable to the evaluation board. When looking from above, the ribbon
cable should extend away from the SURF board.

3.Connect the USB serial cable to your computer. Note which COM port the device is installed on.
4.Use the Null Modem to connect the USB serial and 10pin serial cable.

Note: By default the WiFly module uses the on-board chip antenna. You do not need to install the
antenna.

Step 2: Configuring the WiFly GSX Module
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Configuration commands are made over the data channel when the module is in command mode. The
escape sequence $$$ enters command mode. Once in command mode, the WiFly GSX device is
configured using simple ASCI commands. To leave command and return to data mode type exit.

The most basic configuration requires only the name (SSID) and authentication pass word of the wireless
network access point. The WiFly GSX module can only associate with one network at a time. lItis
recommended that you first configure the WiFly GSX module using an open access point to simplify the
setup.

Using a terminal emulator to communication with the WiFly GSX module .

1. Open the COM port the USB Serial
cable is connected on. This can be
found by opening the “Device Manager”
which is part of the system tools in
Windows. In the Device Manager
browse and expand the selection for
Ports (COM & LPT) In the example to
the right the USB serial port is COM9

2. Next open up a terminal emulation
program specifying the COM port found
in the previous step. If using TeraTerm,
select Serial and choose the COM Port
from the pull down list.

Note: the default serial port setting is 9600,
8 bit, no parity.

Entering Command Mode

1. From within the terminal window, put the WiFly GSX module into command mode by typing $$$ in the
terminal window. You should get CMD back confirming you are in command mode.

2. Next type show net to display the current network settings.
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NOTE: After each command completes you will see a prompt that looks like <X.XX> where X.XX indicates the
version of firmware running on the module In the example to the right the version is 2.03

Finding Available Networks

Use the scan feature in the WiFly GSX module to find the name (SSID) and channel of available networks.
To start the scan you must have your terminal emulator connected and the WilFy module must be in
command mode.

Type scan at the WiFly GSX command prompt for a list of WiFi networks within range

Associating with an access point

The red LED will be blinking if the WiFly GSX is not connected to and access point.

If the access point you're connecting to is open you can simply use the join command to associate with it.
From the scan list above you can see that rovingl is an open network access point.

Type join rovingl to associate with an access point.
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Upon rebooting the WiFly GSX module will attempt to associate with the WiFi network and acquire an IP
address. The WiFly GSX module is successfully configured if the red LED is off (associated) and the green
light is flashing slowly (IP address acquired).

You could also have specified the rovingl access point to connect to from the list by using the command
join#1

If you know the name of the access point you want to connect to you can set it with out previously using
the scan command by setting the ssid with the set wlan ssid access_point_name and then using the
join command with no arguments.

Connecting to security enable networks

If the access point you are connecting is running security you will need to provide the security key. The
WiFly GSX module will determine the type of security automatically. You enter the security key with the
set wlan phrase key

You will also want to enter the name of the access point using the set wlan ssid access_point_name

Once you have set the security key you can confirm the setting by typing get wlan ssid
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Saving your configuration

Your settings must be saved to the config file or they will not take effect on the next boot cycle. Save the
configuration to flash using the save command Now reboot the WiFly GSX module by typing reboot to see
that your changes take effect.
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Using Adhoc mode
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Place jumper as shown above on
jumper block position 1 to put the
module in adhoc mode
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Trouble Shooting

WiFly GSX module red LED remains on after setting SSID and channel
The WiFly GSX module can not connect to the networks. Possible problems include, not
saving the configuration before rebooting, enter command mode and verify settings. Incorrect
or missing WEP/WPA keys, confirm access point is either open (no security) or you have the
right authentication level set and the correct pass phrase or key.

WiFly GSX Module red LED is off, but green LED is flash quickly
The WiFy module is associated with the network but was unable to get an IP address. Check
the DHCP is ON in WiFly GSX configuration. If using a static IP address make sure the sub-
net mask and the gateway IP addresses are set correctly using the get ip command
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Roving Networks reserves the right to make corrections, modifications, and other changes to its products,
documentation and services at any time. Customers should obtain the latest relevant information before
placing orders and should verify that such information is current and complete.

Roving Networks assumes no liability for applications assistance or customer’s product design. Customers are
responsible for their products and applications which use Roving Networks components. To minimize
customer product risks, customers should provide adequate design and operating safeguards.

Roving Networks products are not authorized for use in safety-critical applications (such as life support) where
a failure of the Roving Networks product would reasonably be expected to cause severe personal injury or
death, unless officers of the parties have executed an agreement specifically governing such use.
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